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AF Series 12

Typ		  Nominal size
dW	 [mm]	 Shaft diameter
Mt max	 [Nm]	 Max transmittable torque
		
D	 [mm]	 Outer diameter
I	 [mm]	 Length of the bush 
H	 [mm]	 Width of the external clamping element
A	 [mm]	 Pitch circle diameter
C	 [mm]	 Length of the centering
d	 [mm]	 Diameter of the centering
B           [mm]    	Attachment size

	 	 Screws
Z		  Number of screws
S		  Size of screws
MA	 [Nm]	 Required tightening torque

Used symbols

Example: AF-60-12-60 A

Model
Shaft Diameter

Series

Nominal Size

Model A Model AB

Model C Model BC

Pressure ring painted
Dimension H in unlocked position 

Applies to all types:
b > 1,4 x Screw diameter 
 
 
From M10 with washers

Design of the external 
clamping element

Details of the fit 

Shaft:
	     up to 	 dW  150mm    H7 / h6
	     from  	dW 155mm    H7 / g6

Centring:
	     up to  	d     150mm    H7 / h6
	     from  	d     155mm    H7 / g6
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subject to change

AF Series 12

Type
dw

mm
Mtmax

Nm
D

mm
I

mm
H

mm
 A

mm
C

mm
d

mm
B

mm
Z

Pcs.
S Class Ma

Nm
Weight

kg

AF-10

11 20

10 20 39 9 10 25 1,5 12 13 3 M6x18 10.9 12 0,1

9 20

AF-12

13 50

12 50 44 12 13 28 1,5 14 16 3 M6x20 10.9 12 0,1

11 50

AF-15

16 130

15 130 52 14 15 36 2 18 21 3 M8x25 10.9 29 0,2

14 130

AF-20

20 200

18 200 60 16 17 42 2 22 25 3 M8x30 10.9 29 0,3

16 200

AF-25

25 340

22 340 70 18 19 48 2 27 31 5 M8x30 10.9 29 0,4

20 340

AF-30

30 550

28 550 76 20 21 56 2 32 35 6 M8x35 10.9 29 0,6

25 550

AF-40

40 1060

35 1060 96 24 25 70 3 43 47 6 M10x35 10.9 58 1,2

30 1060

AF-50

50 2200

45 1800 112 29 30 84 3 53 58 7 M12x45 10.9 100 2

40 1000

AF-60

60 3230

55 3230 120 32 34 94 3 63 66 9 M12x50 10.9 100 2,3

50 2300

AF-70

70 5800

65 5800 148 38 40 112 4 74 79 8 M16x60 10.9 240 4,2

60 4500

AF-80

80 8640

75 8640 170 42 44 130 4 84 94 9 M16x65 10.9 240 6,1

70 6900

AF-90

90 12000

85 12000 185 48 50 144 4 94 104 12 M16x70 10.9 240 8

80 10700

AF-100

100 15800

95 15800 197 52 54 156 4 104 113 14 M16x75 10.9 240 9,5

90 15800


