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3020 S2 (stainless)

Ordering information: TAS 3020/d/D S2 (z.B: TAS 3020/150/200 ...  
further sizes on request) 

Pos. Designation

1 Sleeve

2 Outter ring

3 Pressure ring 1

4 Pressure ring 2

5 Screw 

2

1
4

3
5

d [mm]  Shaft diameter
D [mm]  Hub inside diameter

Mt [Nm]  Max. transmittable torque Fax = 0
Fax [kN]  Max. transmittable axial force Mt = 0

pW [N/mm2]  Average pressure on the shaft
pN [N/mm2]  Average pressure on the hub

L [mm]  Lenght of the sleeve inside and outside
L

1
 [mm]  Width of the locking device without screws

L2 [mm]  Width of the locking device with screws

Z   Number of clamping screws
S   Size of the clamping screws
MA [Nm]  Tightening torque of the clamping screws

Used symbols

Recommended tolerances & surfaces

Shaft   from h11 to k11 / Rz10
Hub    from H11 to N11 / Rz10

More properties

• no axial displacement during assembly
• no self-centering
• no self-locking

Bending loads

   Bending moment (share)    depending on hub
   Bending angle                   max. 2`
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subject to change

3020 S2 (stainless)
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17 x 47 168 20 181 66 8 M6 x 018 10,3 17 20 27,5 A4-K80 0,23

18 x 47 178 20 171 66 8 M6 x 018 10,3 17 20 27,5 A4-K80 0,23

19 x 47 188 20 162 66 8 M6 x 018 10,3 17 20 27,5 A4-K80 0,23

20 x 47 198 20 154 66 8 M6 x 018 10,3 17 20 27,5 A4-K80 0,23

22 x 47 217 20 140 66 8 M6 x 018 10,3 17 20 27,5 A4-K80 0,23

24 x 50 237 20 129 62 9 M6 x 018 10,3 17 20 27,5 A4-K80 0,26

25 x 50 247 20 123 62 9 M6 x 018 10,3 17 20 27,5 A4-K80 0,25

28 x 55 415 30 165 84 10 M6 x 018 10,3 17 20 27,5 A4-K80 0,30

30 x 55 445 30 154 84 10 M6 x 018 10,3 17 20 27,5 A4-K80 0,29

32 x 60 474 30 145 77 12 M6 x 018 10,3 17 20 27,5 A4-K80 0,32

35 x 60 519 30 132 77 12 M6 x 018 10,3 17 20 27,5 A4-K80 0,32

38 x 65 704 37 152 89 14 M6 x 018 10,3 17 20 27,5 A4-K80 0,34

40 x 65 741 37 145 89 14 M6 x 018 10,3 17 20 27,5 A4-K80 0,34

42 x 75 1146 55 172 97 12 M8 x 022 25 20 24 33,5 A4-K80 0,57

45 x 75 1228 55 161 97 12 M8 x 022 25 20 24 33,5 A4-K80 0,57

48 x 80 1310 55 151 91 12 M8 x 022 25 20 24 33,5 A4-K80 0,60

50 x 80 1365 55 145 91 12 M8 x 022 25 20 24 33,5 A4-K80 0,60

55 x 85 1877 68 165 106 14 M8 x 022 25 20 24 33,5 A4-K80 0,63

60 x 90 2047 68 151 101 14 M8 x 022 25 20 24 33,5 A4-K80 0,69

65 x 95 2218 68 139 95 16 M8 x 022 25 20 24 33,5 A4-K80 0,73

70 x 110 3802 109 172 109 14 M10 x 025 49,5 24 28 39,5 A4-K80 1,26

75 x 115 4074 109 160 104 14 M10 x 025 49,5 24 28 39,5 A4-K80 1,33

80 x 120 4345 109 150 100 14 M10 x 025 49,5 24 28 39,5 A4-K80 1,40

85 x 125 4617 109 141 96 16 M10 x 025 49,5 24 28 39,5 A4-K80 1,49

90 x 130 4888 109 133 92 16 M10 x 025 49,5 24 28 39,5 A4-K80 1,53

95 x 135 6192 130 152 107 18 M10 x 025 49,5 24 28 39,5 A4-K80 1,62

100 x 145 7918 158 162 111 14 M12 x 030 86 26 33 47 A4-K80 2,01

110 x 155 8709 158 147 104 14 M12 x 030 86 26 33 47 A4-K80 2,15

120 x 165 10135 169 144 104 16 M12 x 030 86 26 33 47 A4-K80 2,35

130 x 180 13724 211 127 92 20 M12 x 035 86 34 38 52 A4-K80 3,51

140 x 190 16258 232 129 95 22 M12 x 035 86 34 38 52 A4-K80 3,85

150 x 200 19002 253 132 99 24 M12 x 035 86 34 38 52 A4-K80 4,07

160 x 210 21958 274 134 102 26 M12 x 035 86 34 38 52 A4-K80 4,03

170 x 225 27094 319 131 99 22 M14 x 040 137 38 44 60 A4-K80 5,78

180 x 235 31296 348 135 103 24 M14 x 040 137 38 44 60 A4-K80 6,05

190 x 250 38541 406 123 94 28 M14 x 045 137 46 52 68 A4-K80 8,25

200 x 260 43467 435 125 96 30 M14 x 045 137 46 52 68 A4-K80 8,65

220 x 285 56856 517 125 96 26 M16 x 050 212 50 56 74 A4-K80 11,22

240 x 305 71567 596 132 104 30 M16 x 050 212 50 56 74 A4-K80 12,20


