3071 1.4122 3-parts (stainless)
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Used symbols

d [mm] Nominal diameter of the shrink disc d<115  Without washers
dy [mm] Shaft diameter

M. [Nm] Maximal transmittable torque d>115  With washers

D [mm] Outer diameter

I [mm] Length of the inner ring

e [mm] Excess length

H [mm] Width of the shrink disc

A

B

M

[mm] Pitch circle diameter Dimensions H & e in unlocked
[mm] Attachment size position
la [Nm] Tightening torque of the clamping screws
z Number of clamping screws Hexagon head bolts are used as
S Size of the clamping screws standard. Upon request we provide
Nn.x [Min']  Permitted rotational frequency all sized shrink discs with hexagon
pn  [N/mm?] Moderate pressure to the hub socket head bolts (Inbus).
I [kgm?] Moment of inertia (See ordering information)

minimal | maximal

Washer

Variation from the standard shaft diameter d Disc G
W o II:;mer ring \ min. yield strength Rp0,2 N/ mmz
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M:Mmax(Catalog) (dML) . . .
W(cazoo) Ordering information: TAS 3071 - d (z.B.: TAS 3071-200 1.4122 ... further sizes on request)
(see Basics - Calculation) with Inbus: TAS 3071 - d - Inbus (z.B.: TAS 3071-200-Inbus 1.4122)
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subject to change I AS

3071 1.4122 3-parts (stainless)

r‘: rm Aﬂ'rr;:x nﬁn mlm mem n';r,n r: m mBm ;'i#‘( N/anmZ kgImZ Wek’g ¢
14 n 24 37 9 15 12 24 15 24 3 M4x10 933  A4-K80 | 15400 223  0,0000137 0,07
16 13 54 4 12 15 15 27 17 4,2 3 M5x12 933 A4-K80 | 13900 213  0,0000266 0,11
18 15 74 43 12 15 15 29 19 33 4 M5x12 933  A4-K80 [ 13300 198  0,0000326 0,12
20 17 140 48 14 2,75 195 34 24 39 5 M5x18 933  A4-K80 | 11900 226  0,0000642 0,19
21 18 160 48 14 2,75 195 34 24 39 5 M5x18 933  A4-K80 [ 11900 215  0,0000618 0,18
22 19 150 48 14 2,75 195 36 26 3,6 5 M5x18 933  A4-K80 | 11900 190  0,0000627 0,18
24 20 160 50 14 2,5 19 36 26 33 6 M5x18 933  A4-K80 | 11400 191 0,0000731 0,19
30 25 300 60 16 275 215 44 32 4,6 6 M5x18 933  A4-K80 | 9500 187 0,0001687 0,30
36 30 440 72 18 2,75 235 52 38 8,2 5 M6x20 933  A4-K80 | 7900 167 0,0003888 0,48
38 | 31 620 80 20 3 26 56 Ly 82 7  M6x25 933 A4-K80 | 7100 199  0,0006569 0,67
40 32 500 75 19 2,75 245 57 43 8,2 6 M6x20 933 A4-K80 | 7600 170 0,0004967 0,55
4 33 620 80 20 2,75 255 61 46 8 7 M6x20 933 A4-K80 | 7100 180 0,0006465 0,64
44 35 640 80 20 2,75 255 61 47 8 7 M6x20 933 A4-K80 | 7100 168 0,0006356 0,61
50 40 890 90 22 3 28 70 53 8,2 8 M6x25 933  A4-K80 | 6300 157 0,0010998 0,83
55 45 1000 100 23 375 305 75 58 8,2 8 M6x25 933 A4-K80 | 5700 137 0,0017909 1,1
62 50 1400 110 23 375 305 86 66 82 10 M6x25 933 A4-K80 | 5200 151 0,0025909 13
68 55 1500 15 23 375 305 86 72 82 10 Mo6x25 933  A4-K80 | 4900 138 0,0031236 14

75 60 2400 138 25 375 325 100 79 20 7 M8x30 933 A4-K80 | 4100 162  0,0070923 23
80 65 2700 145 25 375 325 100 84 20 7 M8x30 933 A4-K80 | 3900 152 0,0085703 S
90 70 4000 155 30 45 39 114 94 20 10 M8x35 931 A4-K80 | 3600 161  0,0132516 33
100 | 75 4800 170 34 5 44 124 104 | 20 12 M8x35 931 A4-K80 | 3300 154  0,0213950 44
10 | 80 5900 185 39 55 50 136 114 1395 9  M10x40 931 A4-K80 | 3000 145  0,0347437 6,0
15 | 80 6100 200 40 5 50 150 124 | 395 10 M10x40 931  A4-K80 | 2800 150  0,0485678 73
120 | 8 10400 200 40 5 50 150 124 | 395 10 M10x40 931 A4-K80 | 2800 144  0,0476000 7,0
125 | 90 8600 215 4 6 54 160 134 | 395 12 M10x40 931 A4-K80 | 2600 158  0,0672619 8,7
140 | 100 11800 230 46 725 605 175 146 | 68 10 M12x45 931  A4-K80 | 2400 157  0,0996875 n
155 | 110 15800 265 50 725 645 192 165 | 68 12 M12x50 931 A4-K80 | 2100 156  0,1885000 16
165 | 120 25200 290 56 7,5 n 210 175 | 166 8  M716x55 931 A4-K80 [ 1900 175  0,3061438 22
175 | 130 27800 300 56 7,5 Ul 220 185 | 166 8  M16x55 931  A4-K80 [ 1900 165  0,3467969 23
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