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3073 Mini-Range

Ordering information:  TAS 3073-d (Further sizes on request)

•	 Discs galvanized
•	 without washers
•	 Dimensions H & e in unlocked 

position

Design of the shrink disc

d		  [mm]	 Nominal diameter of the shrink disc
dW		  [mm]	 Shaft diameter
Mmax		 [Nm]	 Maximal transmittable torque
D		  [mm]	 Outer diameter
I		  [mm]	 Length of the inner ring
e		  [mm]	 Excess length
H		  [mm]	 Width of the shrink disc
A		  [mm]	 Pitch circle diameter
B		  [mm]	 Attachment size
MA		  [Nm]	 Tightening torque of the clamping screws
Z			   Number of clamping screws
S			   Size of the clamping screws
nmax		  [min-1]	 Permitted rotational frequency
pN		 [N/mm2]	 Average Pressure to the hub
I		  [kgm2]	 Moment of inertia

Used symbols 

Variation from the standard shaft diameter dW

>
mm

≤
mm

minimal
-

mm

maximal
+

mm

20 60 -2 1

60 100 -2 2

100 160 -3 2

160 220 -4 2

220 300 -5 2

M = Mmax (Catalog)   ( dW (target)

dW (Catalog)
)2

(see Basics - Calculation)

Screw
Disc D

Disc G
Inner ring

min. yield strength  Rp0,2 N/mm²

Solid shaft 290

Hub 350
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20 18 78 47 10 2 14 34 22 3 4 M  5 x  14 933 8.8 12100 155 0,0000424 0,13

24 20 80 52 10 2,5 15 39,5 26 3 5 M  5 x  14 933 8.8 11000 161 0,0000697 0,17

25 21 88 56 10 2,5 15 43 30 3 5 M  5 x  14 933 8.8 10200 155 0,0000940 0,20

28 24 110 56 10 2,5 15 43 30 3 5 M  5 x  14 933 8.8 10200 138 0,0000931 0,19

29 25 110 58 10 2,5 15 44,5 31,5 3 5 M  5 x  14 933 8.8 9800 133 0,0001051 0,20

30 26 120 58 10 2,5 15 44,5 31,5 3 5 M  5 x  14 933 8.8 9800 129 0,0001066 0,20

31 28 160 60 10 2,5 15 46 33 3 5 M  5 x  14 933 8.8 9500 125 0,0001197 0,21

35 30 180 64 10 2,5 15 50 36,5 3 6 M  5 x  14 933 8.8 8900 133 0,0001530 0,23

36 31 170 66 10 2,5 15 52 38,5 3 6 M  5 x  14 933 8.8 8600 129 0,0001766 0,25

37 32 180 66 10 2,5 15 52 38,5 3 6 M  5 x  14 933 8.8 8600 125 0,0001718 0,24

38 33 290 68 10 2,5 15 55 41,5 4 6 M  5 x  14 933 8.8 8400 163 0,0001972 0,26

40 35 310 68 10 2,5 15 55 41,5 4 6 M  5 x  14 933 8.8 8400 155 0,0001867 0,24

42 37 370 75 14 2,5 19 58 44 4 7 M  5 x  16 933 8.8 7600 123 0,0003510 0,38

46 40 460 80 14 2,5 19 63 49 4 8 M  5 x  16 933 8.8 7100 128 0,0004471 0,42

47 42 530 80 14 2,5 19 63 49 4 8 M  5 x  16 933 8.8 7100 125 0,0004412 0,41

48 43 550 86 14 2,5 19 68,5 53,5 4 8 M  5 x  16 933 8.8 6600 123 0,0006062 0,50

51 45 550 86 14 2,5 19 68,5 53,5 4 8 M  5 x  16 933 8.8 6600 115 0,0005873 0,47

55 49 710 91 14 2,5 19 73 59 4 9 M  5 x  16 933 8.8 6200 120 0,0007349 0,52

56 50 730 91 14 2,5 19 73 59 4 9 M  5 x  16 933 8.8 6200 118 0,0007278 0,51

58 52 710 93 14 2,5 19 74 60 4 9 M  5 x  16 933 8.8 6100 114 0,0007808 0,52

59 53 840 96 14 2,5 19 77 63 4 10 M  5 x  16 933 8.8 5900 125 0,0009047 0,57

60 54 860 96 14 2,5 19 77 63 4 10 M  5 x  16 933 8.8 5900 123 0,0008811 0,55

61 55 880 96 14 2,5 19 77 63 4 10 M  5 x  16 933 8.8 5900 121 0,0008732 0,54

65 59 970 100 14 2,5 19 82 68 4 10 M  5 x  16 933 8.8 5700 113 0,0010135 0,57

66 60 990 100 14 2,5 19 82 68 4 10 M  5 x  16 933 8.8 5700 112 0,0010049 0,56

69 63 1500 105 18 3 24 87 73 6 10 M  5 x  20 933 10.9 5400 117 0,0015194 0,77

70 65 1600 110 18 3 24 90 76 6 10 M  5 x  20 933 10.9 5200 115 0,0018912 0,89

72 67 1600 110 18 3 24 90 76 6 10 M  5 x  20 933 10.9 5200 112 0,0018364 0,85

73 68 1700 110 18 3 24 90 76 6 10 M  5 x  20 933 10.9 5200 110 0,0018300 0,84

75 70 1700 114 18 3 24 93 78,5 6 10 M  5 x  20 933 10.9 5000 107 0,0021181 0,91

78 70 1900 120 18 3 24 101 86 6 12 M  5 x  20 933 10.9 4700 124 0,0025605 1,0

81 73 2000 120 18 3 24 101 86 6 12 M  5 x  20 933 10.9 4700 119 0,0026201 1,0

83 75 2100 120 18 3 24 101 86 6 12 M  5 x  20 933 10.9 4700 116 0,0024748 0,93

85 77 2400 128 22 3 28 105 88,5 12 8 M  6 x  25 933 10.9 4400 103 0,0038365 1,3

88 80 2500 130 22 3 28 108 91,5 12 8 M  6 x  25 933 10.9 4400 99 0,0040046 1,3

94 85 2500 140 22 3 28 119 102,5 12 8 M  6 x  25 933 10.9 4000 93 0,0053318 1,5

95 86 2500 140 22 3 28 119 102,5 12 8 M  6 x  25 933 10.9 4000 92 0,0053672 1,5

98 90 2800 140 22 3 28 119 102,5 12 8 M  6 x  25 933 10.9 4000 89 0,0051107 1,4

99 91 2800 140 22 3 28 119 102,5 12 8 M  6 x  25 933 10.9 4000 88 0,0051452 1,4

100 92 2900 140 22 3 28 119 102,5 12 8 M  6 x  25 933 10.9 4000 87 0,0051800 1,4

103 95 3400 150 22 3 28 128 111,5 12 9 M  6 x  25 933 10.9 3800 95 0,0070357 1,7

104 96 3500 150 22 3 28 128 111,5 12 9 M  6 x  25 933 10.9 3800 95 0,0070796 1,7

105 97 3500 150 22 3 28 128 111,5 12 9 M  6 x  25 933 10.9 3800 94 0,0067050 1,6

108 100 3700 150 22 3 28 128 111,5 12 9 M  6 x  25 933 10.9 3800 91 0,0064058 1,5

112 104 3800 158 22 3 28 135 118,5 12 9 M  6 x  25 933 10.9 3600 88 0,0084393 1,8
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115 107 4000 158 22 3 28 135 118,5 12 9 M  6 x  25 933 10.9 3600 85 0,0081152 1,7

120 110 4300 164 25 3,5 32 141 123,5 12 10 M  6 x  25 933 10.9 3400 80 0,0103240 2,0

125 115 4600 169 25 3,5 32 146 128,5 12 10 M  6 x  25 933 10.9 3300 77 0,0115988 2,1

130 120 6000 179 25 3,5 32 156 138,5 12 12 M  6 x  25 933 10.9 3200 89 0,0146823 2,4

135 125 6200 179 25 3,5 32 156 138,5 12 12 M  6 x  25 933 10.9 3200 85 0,0138232 2,2

138 128 6400 182 25 3,5 32 161 143,5 12 12 M  6 x  25 933 10.9 3100 84 0,0149983 2,3

140 130 6500 182 25 3,5 32 161 143,5 12 12 M  6 x  25 933 10.9 3100 82 0,0144991 2,2

145 135 6800 194 25 3,5 32 171 153,5 12 12 M  6 x  25 933 10.9 2900 80 0,0197981 2,7

150 140 7100 194 25 3,5 32 171 153,5 12 12 M  6 x  25 933 10.9 2900 77 0,0180408 2,4

160 150 7700 204 25 3,5 32 181 163,5 12 12 M  6 x  25 933 10.9 2800 72 0,0218452 2,6

166 156 7900 210 25 3,5 32 187 169,5 12 12 M  6 x  25 933 10.9 2700 69 0,0241839 2,7

167 157 9500 214 25 3,5 32 191 173,5 12 14 M  6 x  25 933 10.9 2600 81 0,0267108 2,9

170 160 9700 214 25 3,5 32 191 173,5 12 14 M  6 x  25 933 10.9 2600 79 0,0252099 2,7

173 163 9900 220 25 3,5 32 196 178,5 12 14 M  6 x  25 933 10.9 2600 78 0,0293734 3,0

175 165 10100 220 25 3,5 32 196 178,5 12 14 M  6 x  25 933 10.9 2600 77 0,0286466 2,9

180 170 10400 225 25 3,5 32 201 183,5 12 14 M  6 x  25 933 10.9 2500 75 0,0300966 2,9

185 175 11600 230 25 3,5 32 206 188,5 12 15 M  6 x  25 933 10.9 2400 78 0,0326719 3,0

192 180 11500 240 28 3,5 35 220 200,5 12 15 M  6 x  30 933 10.9 2300 67 0,0436896 3,7

195 183 11600 240 28 3,5 35 220 200,5 12 15 M  6 x  30 933 10.9 2300 66 0,0418359 3,5

198 186 12700 250 28 3,5 35 225 206 12 16 M  6 x  30 933 10.9 2200 69 0,0533946 4,2

202 190 13100 250 28 3,5 35 225 206 12 16 M  6 x  30 933 10.9 2200 68 0,0503607 3,9

212 200 13900 260 28 3,5 35 235 216 12 16 M  6 x  30 933 10.9 2200 65 0,0576788 4,1

214 202 16000 270 28 3,5 35 245 226 12 18 M  6 x  30 933 10.9 2100 72 0,0727013 4,9

215 203 16100 270 28 3,5 35 245 226 12 18 M  6 x  30 933 10.9 2100 72 0,0714750 4,8

220 208 16600 270 28 3,5 35 245 226 12 18 M  6 x  30 933 10.9 2100 70 0,0667150 4,4

222 210 16700 270 28 3,5 35 245 226 12 18 M  6 x  30 933 10.9 2100 70 0,0641466 4,2

230 218 17500 280 28 3,5 35 255 236 12 18 M  6 x  30 933 10.9 2000 67 0,0754975 4,6

232 220 17700 280 28 3,5 35 255 236 12 18 M  6 x  30 933 10.9 2000 67 0,0727232 4,4

235 223 17900 290 28 3,5 35 265 246 12 18 M  6 x  30 933 10.9 1900 66 0,0905613 5,2

236 224 18000 290 28 3,5 35 265 246 12 18 M  6 x  30 933 10.9 1900 65 0,0891199 5,1

242 230 18600 290 28 3,5 35 265 246 12 18 M  6 x  30 933 10.9 1900 64 0,0820318 4,6

252 240 19500 300 28 3,5 35 276 256 12 18 M  6 x  30 933 10.9 1900 61 0,0901836 4,7

257 245 22400 310 28 3,5 35 286 266 12 20 M  6 x  30 933 10.9 1800 67 0,1094506 5,4

262 250 22900 310 28 3,5 35 286 266 12 20 M  6 x  30 933 10.9 1800 66 0,1009057 4,9

266 254 25600 325 28 3,5 35 291 271 12 22 M  6 x  30 933 10.9 1700 71 0,1366953 6,2

278 265 28900 352 32 4 40 304 284 12 24 M  6 x  30 933 10.9 1600 65 0,2389108 9,5

280 267 29200 352 32 4 40 304 286 12 24 M  6 x  30 933 10.9 1600 64 0,2351784 9,3

298 283 30600 370 32 4 40 322 302 12 24 M  6 x  30 933 10.9 1500 60 0,2764874 9,8

300 285 30900 370 32 4 40 324 304 12 24 M  6 x  30 933 10.9 1500 60 0,2722800 9,6

310 285 31000 385 32 4 40 334 314 12 26 M  6 x  30 933 10.9 1400 63 0,3359469 11

335 300 51800 410 34 5 44 365 340 30 20 M  8 x  35 933 10.9 1300 88 0,3854469 11

350 320 23700 405 28 4,5 37 374,7 357 18 15 M  8 x  30 933 10.9 1400 46 0,2650356 7,4

360 330 71400 450 40 5 50 390 366 30 24 M  8 x  40 933 10.9 1200 83 0,7472250 18

370 340 53500 455 42 5 52 400 376 30 18 M  8 x  40 933 10.9 1200 58 0,7738312 18

380 340 52000 455 32 6 44 410 386 30 18 M  8 x  30 933 10.9 1200 74 0,6149938 14
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