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3381 Standard-Range

 Ordering information: TAS 3381 - d (z.B.: TAS 3381-390 ... further sizes on request)

A0

Ursprung

Zul. Abweichung

Verwendungsbereich

Zust. Änderung
Datum Name

Oberflächen

Gewicht
(Modell oder GesenkNr)

(Werkstoff, Halbzeug)

Ersatz für:

Datum
Name

(RohteilNr)

Ersatz durch: Blätter

Blatt

ISO 2768mKE

0,000 kg

 
 

01.01.1601 Ch. Müller

Format

Maßstab 1:1
Benennung

Schutzvermerk nach DIN ISO 16016 beachten!
DIN ISO 1302Zeichnung und Modell nicht Fertig!!

Drawing and model not ready!!

Norm
Geprüft

Erstellt
Bearb. 01.01.1601 cMueller

d  [mm]  Nominal diameter of the shrink disc
dW  [mm]  Shaft diameter
Mmax  [mm]  Maximal transmittable torque
D  [mm]  Outer diameter
I  [mm]  Length of the bush
e  [mm]  Excess length
H  [mm]  Width of the shrink disc
A [mm]  Pitch circle diameter
d1  [mm]  Attachment size
MA  [Nm]  Tightening torque of the clamping screws
Z   Number of clamping screws
S   Size of the clamping screws
nmax  [min-1]  Permitted rotational frequency
pN  [N/mm2]  Average pressure to the hub
I   [kgm2]  Moment of inertia

Used symbols
Discs galvanized -    
with washers 
 
Cone of bush not slit 

 
Dimensions H & e in unlocked 
position

Design of the shrink disc

min. yield strength  Rp0,2 N/mm²

solid shaft 350

Hub 450

Screw

Pressure ring

Bush

Washer
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d

mm
dW

mm
Mmax

Nm
D

mm
l

mm
e

mm
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mm
A

mm
d1

mm
MA

Nm
Z

Pcs.
S DIN Class nmax

min-1

pN

N/mm2

 
kgm2

Weight
kg

390 290  780.000 650 146 21 167 454 398 1310 18 M27x080 933 12.9 882 288 17,16 249

300  845.000 

320  975.000 

420 320  970.000 680 167 22 189 490 428 1310 18 M27x080 933 12.9 843 258 23,06 300

330  1.040.000 

350  1.190.000 

440 340  1.215.000 725 174 26 200 506 448 1310 21 M27x080 933 12.9 791 272 31,40 363

350  1.295.000 

370  1.465.000 

460 360  1.400.000 745 174 28 202 534 470 1310 21 M27x090 933 12.9 769 277 34,62 376

370  1.485.000 

390  1.670.000 

480 380  1.660.000 790 192 27 219 552 488 1800 20 M30x090 933 12.9 726 267 48,78 476

390  1.760.000 

410  1.965.000 

500 400  1.890.000 835 192 28 220 572 508 1800 21 M30x090 933 12.9 687 273 61,43 540

410  1.995.000 

430  2.217.000 

530 430  2.400.000 890 213 31 244 606 541 1800 24 M30x090 933 12.9 644 270 88,61 680

440  2.525.000 

460  2.785.000 

560 450  2.550.000 920 213 32 245 632 568 1800 24 M30x100 933 12.9 623 262 99,84 710

460  2.675.000 

480  2.935.000 

590 470  2.970.000 960 230 33 263 664 598 1800 28 M30x100 933 12.9 597 259 126,93 830

480  3.110.000 

500  3.400.000 

620 500  3.405.000 970 254 35 289 706 630 1800 28 M30x100 933 12.9 591 238 141,87 900

520  3.715.000 

540  4.040.000 

660 530  4.035.000 1060 260 36 296 748 670 2400 24 M33x110 933 12.9 541 245 211,18 1120

550  4.375.000 

570  4.730.000 

700 560  4.605.000 1140 260 38 298 782 710 2400 28 M33x110 933 12.9 503 250 285,23 1320

580  4.970.000 

600  5.350.000 

750 600  5.810.000 1200 278 43 321 848 760 2400 32 M33x120 933 12.9 478 256 369,70 1540

620  6.231.000 

650  6.900.000 

800 640  6.800.000 1270 296 45 341 900 810 2400 32 M33x130 933 12.9 451 248 490,79 1835

660  7.270.000 

700  8.250.000 
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subject to change
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Pcs.
S DIN Class nmax

min-1

pN

N/mm2

 
kgm2

Weight
kg

850 650  7.215.000 1340 315 47 362 950 860 3100 30 M36x140 933 12.9 428 242 643,64 2154

700  8.475.000 

730  9.275.000 

900 700  8.455.000 1400 332 49 381 1000 915 3100 32 M36x140 933 12.9 409 231 799,46 2433

730  9.260.000 

760  10.100.000 

950 750  10.070.000 1450 360 51 411 1050 965 3100 36 M36x140 933 12.9 395 220 980,86 2752

780  10.950.000 

820  12.200.000 

3381 Standard-Range


